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European oak

Merlot

Colour and grain

Product details

Species

European oak

Construction

Multi-layered engineered

Format Straight / Chevron / Herringbone

Profile Tongue and groove

Edge profile Micro bevelled

Coating WOCAUV oil

Grade Signature

Texture Wire-brushed

Nested boards 25%

Pack size Largo 1.936 m?
Mezzano 2166 m?
Chevron 0.864 m?
Herringbone 1166 m?

Warranty 25 years structural

Maintenance

Refer to our care and maintenance manual

Dimensions and profile

Largo* 6 mm veneer
220%2200%x20mm
Mezzano [ 4 mm veneer
190 %1900 x15mm
Chevron” PANN 4mm veneer
120 x600x15mm
Herringbone” AN 4 mm veneer
90x540%15mm

Custom colours, sizes and formats are available for project quantities

Technical criteria

Species origin

Europe (contact for more information)

Responsible certification

FSC material is available on pre-orders only,
and incurs an additional fee

Janka hardness rating 6.6 kN

Moisture content 8-10%

Density 0.759/cm?

Total VOC emissions 0.011mg/m?/hr
Formaldehyde emissions E10.007 mg/m?2/hr

Pentachlorophenol emission

<5 PPM (no Pentachlorophenol
containing materials are used)

Slip testing P3

Wet pendulum test P3

European fire classification Dfl-s1

Reaction to fire; floors (CHF) 4.5 kW/m?2 (Mezzano)

Reaction to fire; floors smoke value

7% min (Mezzano)

BCA group number Group 3
Installation methods Fully bonded Yes

Nailed Yes

Floated Mezzano only

Over underfloor heating Largo only

Wall / ceiling cladding Yes

Disclaimer

Please note photography is used as an indication only. Natural variation in colour,
grain, knots and features is to be expected. * Largo is a custom-made product subject
to minimum order quantities and lead times. * Minimum order quantities apply unless

stock is available.

info@plankfloors.com.au

plankfloors.com.au



